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Applies to: 
200 Series Gauges: 2-1/2″ and 4″	 700 Series Gauges (Low Pressure): 4-1/2″

ACCURACY: ±1.6% full scale
Standard Dial Configurations

Dial Range Figure Interval Graduation Intervals Dial Range Figure Interval Graduation Intervals

-15 inH2O to 0 inH2O -3 inH2O -0.2 inH2O 0 oz/in2 to 10 oz/in2 2 oz/in2 0.2 oz/in2

-30 inH2O to 0 inH2O -5 inH2O -0.5 inH2O 0 oz/in2 to 15 oz/in2 3 oz/in2 0.2 oz/in2

-60 inH2O to 0 inH2O -10 inH2O -1 inH2O 0 oz/in2 to 30 oz/in2 5 oz/in2 0.5 oz/in2

-100 inH2O to 0 inH2O -20 inH2O -2 inH2O 0 oz/in2 to 35 oz/in2 5 oz/in2 0.5 oz/in2

-60 inH2O to 60 inH2O -10 inH2O | 10 inH2O -1 inH2O | 1 inH2O 0 oz/in2 to 60 oz/in2 10 oz/in2 1 oz/in2

0 inH2O to 10 inH2O 2 inH2O 0.2 inH2O 0 oz/in2 to 100 oz/in2 20 oz/in2 2 oz/in2

0 inH2O to 15 inH2O 3 inH2O 0.2 inH2O 0 oz/in2 to 160 oz/in2** 40 oz/in2 4 oz/in2

0 inH2O to 30 inH2O 5 inH2O 0.5 inH2O 0 oz/in2 inH2O to 20 oz/in2 inH2O 4 oz/in2 - 10 inH2O 0.4 oz/in2 - 1 inH2O

0 inH2O to 60 inH2O 10 inH2O 1 inH2O 0 oz/in2 inH2O to 32 oz/in2 inH2O 4 oz/in2 - 10 inH2O 0.5 oz/in2 - 1 inH2O

0 inH2O to 100 inH2O 20 inH2O 2 inH2O 0 psi to 3 psi 0.5 psi 0.05 psi

0 inH2O to 160 inH2O
* 40 inH2O 4 inH2O 0 psi to 5 psi 1 psi 0.1 psi

0 inH2O to 200 inH2O 40 inH2O 4 inH2O 0 psi to 10 psi 2 psi 0.2 psi

* � The values in the table are for 2-1/2". On 4" & 4-1/2" 0 inH20 to 160 inH20 gauges, the Figure is 20 inH20, and the Graduation is 2 inH20. 
** �The values in the table are for 2-1/2". On 4" & 4-1/2" 0 oz/in2 to 160 oz/in2 gauges, the Figure is 20 oz/in2, and the Graduation is 2 oz/in2. 
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